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iDea USB Power Adapter

for iPod™

iDea USB Power Adapter
for iPod™

* The iDea Power Adapter is used to charge the iPod (for use with the iPod mini,
Photo, Shuffle, Nano and Video),

= & separate iPod Dock Connector to USE cable or iDea USBE Cable for iPod is
required,

Package Contents:

= iDea USB Power Adapter x 1
* Handy Plastic Plug Cover x 1

Part Identification:

= USE Port
= Power Plug (Option; US, UK. EU)

Power Plug
{Option: US, UK, EU)
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Getting Started / Features

Getting Started:

= Use the handy iDea USE power adapter to charge your iPod at home, at the
office, or whenever a PC or Mac is not available. Just plug this adapter into a
wall outlet and connect to your iPod for recharging.

+ The iPod shuffle can connect directly to the iDea USB Power Adapter
(Picture showrn)

« Plug and Play, it's the easiest way to charge the iPod

Features:

» The iDea™ USB power adapter can charge the iPod using an ordinary power
outlet, no nead to keep the computer an all night {to keep the iIPod charged),

» Compatible with iPod Shuffle and iPod models with dock connectors. iPod
models with dock connectors also reguire the iDea™ USB cable for iPod
{or the iPod Dock Connector to USB 2.0 Cable)

* EAN Code: 4711671021718
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Specifications

Specifications:

AC Input Voltage 20 VAL

1-1 100 —240VAC 264 VAT
4-2 | AC Input Frequency (47 Hz 50 /60 Hz 53 Hz
1-3 | AC Input Current
115 VAL Input 1.0 A maximum
230 VAT Input 0.6 A maximum
1.4 | AC Inrush Current |.€'.t fidl Inad, 25 degree C, cold start
115 VAC, 60Hz Inpat Prevents. damage from ocouming
230 VAC, 50Hz Input and the input fuse from bloweng up
1.5 | Primary Current Protection
An adeguate internal fuse on the AC input line is provided.
1.6 | Configuration
3 Conductor, < Live, Meutral, Frame-Ground =
1.7 | Power Consumption of Load Input Condition Input Power Reguirement
Power Saving Mode (0A 110%AC B0Hz 0.50WV maximum
230 VAL S0Hz 0.75WW maximum
2. | Dutput Reguirement
2.1 | DC Output Voltage +5.0V
2.2 | Protection
Over-Current Protection & A manimum with auto-recovery function
Over-Voltage Protection 14.5WDE maximum with zener chamg
Short-Circuit Protection Prevents the adagter farm damage.
Open Circult Protection When pamary power 5 applied without load on any output kevel,
no damage to companents or hazardous condtions should ocour
3 | Safety Requirement
3.1 | Comply Safety Standards
Designed to meet ULC-UL (ULEDBS0-1), TUY (ENSDS50-1),
SAAASMZSE0450), BEMICNS14338), COC(GB4943)
3.2 | EMI Standard

Designed to meet CISPR-Z2{ENSS02Z), FCC(Part 15),
CE, C-Tick, BSMHCNS12438), GBOS254, GB1T7E25-1
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